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Installing MOTO BC1

Using the Clamp Unit

Slide the MOTO BC1 down onto
clamp unit until you heara “click”
sound and then check whether the
machine is firmly fastened to the
clamp unit.

Slide the universal adjustment
adaptor down onto the clamp
unit if in need.

Mount the clamp unit to
the selected position of
the helmet.

Using the Mount Plate
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Attach the mounting plate
onto the selected position
of the helmet.
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Slide the MOTO BC1 down onto
mounting plate until you hear a
“click" sound and then check

whether the machine is firmly
fastened to the mounting plate.

Slide the universal adjustment
adaptor down onto the
mounting plate if in need.

Remarks:

When installing the mounting plate, please reserve enough space for inserting the speaker
connecting ﬁlug. Otherwise, the speaker connecting plug may damage the machine when
placing the helmet on the flat surface.

Microphone
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Attach the speakers to the foam

Peel off the protective films at the
pads on both sides.

back of the speaker foam pads and
adhere the pads to the ear cavities
on both sides of the helmet.

Hide the speaker cable into the
helmet cushion pads, adjust the
position of the speakers.

Remark:
If the ear cavities of your helmet is not deep enough to install the ear pads, you can only
use the speaker velcro instead.

Install Microphone: 3/4 Helmet
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Open the left-inner cushion pad of the
helmet and paste the velcro onto the
inner surface of the helmet

Attach the 3/4 helmet microphone
to the velcro

Adjust the distance between the
microphone and the mouth

Connect speakers and microphone

Install Microphone: Full Face Helmet
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Select the Eosition next to the mouth Attach the full face microphone
inside the helmet and paste the velcro onto the velcro
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Connect speakers and
Completed microphone

Basic Function

Power On

Power Off Adjust Volume

Volume Up:Push the volume
joystick up

Volume Down:Push the volume
joystick down

Press and hold the MFB for 2
seconds

Press and hold the MFB for 3
seconds

Reset (Clear mobile phone

pairing rec

Reset (Clear intercom

pairing recol

When the MOTO BC1 is off,
ress and hold the MFB for
seconds, the LED indicator

will blink red and blue

alternately.

Press and hold the MFB and
push and hold the volume
Joystick up for 8 seconds

Press and hold the intercom
button for 10 seconds

Remark: Bluetooth device name on the mobile phone : id221 BC1

Phone Call Function

End Phone
Call

Answering Incoming Reject Incoming

Call

Press the MFB once while Double click the MFB

phone call

Press the MFB once while
incoming call

Last Number Redial Activate Voice Assistant

Double click the MFB in

Push the volume joystick up
standby mode

twice in standby mode

Track Forward
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Press the MFB once Press the MFB once

Push and hold the volume
joystick up

Volume Down

Track Backward Volume Up

Push and hold the volume
joystick down

Video Recorder Operations

Push the volume joystick up Push the volume joystick down

Press and hold the power button
for 5 seconds, green light blinks
slowly and MOTO BC1 starts
recording.

Press and hold the power button
for 5 seconds, MOTO BC1 stops
recording.

When MOTO BC1 is on, press the
take photo button once, green light
will flash once.

Reset Video

Firmware Upgrade
Recorder

Switch On/0Off
WiFi

Copy the new firmware file into a
microSD card with no other file.
Insert the card into the card slot

If the recorder crashes while
recording, use a paperclip to

Press and hold the WiFi button
for 2 seconds, green light blinks

lowly. ress the r n once.
slowly. press the reset button once and switch on the recorder, the
power button will blink green light
quickly. The recorder will be restarted
Remarks: when firmware upgrade complete.

1.When switching on the recorder, WIFI will be activated automatically.

2.WIFI will be deactivated under the following situations.
-Haven’t connected to the mobile’s WIFI for more than 3 minutes.
-Not using idCam app for more than 1 minute.

3.If there is no microSD card inside the card slot, the recorder will not record and the power button will blink red light.

4.Support up to 128GB MicroSD card.

5.WIFI SSID: id221_BC1_xxxx, WIFI passwords: 12345678.

6.Press the WIFI button for 15 seconds to restore the default WIFI SSID and passwords.

7.idCAM APP: Whenever the recorder connects to idCam APP, it will synchronize mobile phone time and date. You can
watch the real-time video and change recorder system settings. You can download idCam APP at Apple APP store or
Google play.

Simultaneously connect to 2 Bluetooth devices

Pairing

Device A

Press and hold the MFB for 7 seconds while BC1 is off and pair with device A.
Then turn off BC1 and switch off the Bluetooth function of device A.

Device B

Press and hold the MFB for 7 seconds while BC1 is off and pair with device B.
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Device A
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Device B

After pairing with device B, restart the Bluetooth function of device A and manually
connect to BC1.

Remarks:
BC1 will automatically connect to only 1 Bluetooth device. User has to manually
connect BC1 to the second device if connecting to 2 Bluetooth devices is in need.

BC1 and BC1 Intercom Operation

0 BC1 Master and BC1 Slave pairing
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When the slave machine is on, press
and hold intercom button and push

BC1 Master

When the master machine is on, press

and hold intercom button and push

and hold the volume joystick up for 5 and hold the volume joystick down for

seconds to enter into the intercom 5 seconds to enter into the intercom

Eairing mode, the LED indicator will gairing mode, the LED indicator will
link red and blue alternately. link red and blue alternately.

Close to each other
when pairing
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In the pairing mode, the master and slave machines close to each other for pairing. When the
plairing isl completed, the LED indicator will blink blue slowly instead of blinking red and blue
alternately.

@ Activate Intercom
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Press the Intercom Button of the master machine or slave machine once to activate
intercom, and you will hear “du” sound.

@ Terminate Intercom

BC1 Master

Press the Intercom Button of the master machine or slave machine once to activate intercom, and
you will hear “du” sound.

Multi-track Mixing:

O During intercom, you can listen to music or navigation at the same time. When there is an
incoming call, the intercom, music and navigation will be automatically paused. When the
call ends, it will automatically resume.

Remarks:

O When BC1 Master and id221 brand other Bluetooth Headsets Slave intercom is in need,
the ocreration of BC1 Master, please refer to the BC1 user manual. The operation of id221
brand other Bluetooth Headsets Slave, please refer to the other Bluetooth Headsets user
manual.

O If the intercom connection always disconnected during intercom operation, or the master
and slave machines will not automatically re-activate the intercom, please reset both
machines to the factory default setting and then repeat the pairing operation.

Signal disconnect and reconnect:

O If the BC1 is disconnected from the phone or intercom due to long distance and obstacle,
BC1 will actively reconnect to the mobile phone or intercom within 5 minutes. If the intercom
is not activated after reconnection, you may have to manually activate the intercom
(Press the Intercom Button of the master machine or slave machine once to activate intercom)

Answer/End Incoming Call during BC1 intercom

Answering Incoming Call

BC1 Master

Press the MFB once while incoming call

Press the MFB once while incoming call

End Phone Call

BC1 Master

Press the MFB once while phone call

Press the MFB once while phone call

BC1 and other Brand Intercom Operation

BC1 Master and other Brand Slave Intercom

Other Brand slave
can activate intercom
by calling the voice
assistant.

When the master machine is on, press and hold
intercom button and push and hold the volume
Jjoystick up for 5 seconds to enter into the intercom
palnEP mode, the LED indicator will blink red
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and blue alternately.

Activate Intercom:

Press the Intercom Button of the master
machine once to activate intercom, and
you will hear “du” sound.

Terminate Intercom:

Press the Intercom Button of the master
machine once to terminate intercom, and
you will hear “du” sound.

Remarks:
For the operation of other brands slave to activate the intercom, please refer to the
relevant manual.

BC1 Slave and other Brand Master Intercom

For the operation of the
BC1 slave activate the
intercom, please refer to
the relevant manuals of
other brand master.

When the slave machine is on, press and

hold intercom button and push and hold

the volume joystick down for 5 seconds to
enter into the intercom pairing mode, the

LED indicator will blink red and blue alternately.

BC1 Sound Recording Operations

Bluetooth internal Mic

External Mic

Remarks:

Bluetooth microphone is not installed: BC1 will use the external
microphone to record the sound track of the videos.

Bluetooth microphone is installed: BC1 will use the Bluetooth
internal microphone to record the sound track of the videos.

Bluetooth V5.0
Profiles HFP/HSP, A2DP, AVRCP
Battery Lithium Polymer Battery

Design Type Rain and Snow Resistant

Operation Temperature -20°C to 60°C (-4°F to 140°F)

Video Recording

Upto3.5H
+ Music Time pto ours

Charging Time About 1.5 Hours

Note:

Long exposure in high sound level may cause hearing
damage.Users must not adjust the sound level higher
than the ambient level. Users have to bear their own
risk when using this product.id221 will not liable to
any user safety issue and property damage.
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